
Technical Data Sheet
PE100 Pressure Water Pipe System — EN 12201-2

STRONIX PE100 pressure pipes are manufactured in black with blue longitudinal identification stripes, for potable water distribution,
artesian wells, irrigation and pressure sewer networks. Produced in SDR 7.4–41, service life 50 years when installed per manufacturer
guidelines.

1. Dimensional Reference Drawing

Drawing prepared from manufacturer dimensional specifications.

Symbol Definition

dn (OD) Nominal outside diameter

e Wall thickness

SDR Standard Dimension Ratio (dn / e)

PN Nominal pressure rating

SDR/PN classes: SDR26 = PN6 · SDR21 = PN8 · SDR17 = PN10 · SDR11 = PN16.

2. Dimensional Table — Wall Thickness & Mass per Metre

DN

(mm)

SDR26 (PN6) SDR21 (PN8) SDR17 (PN10) SDR11 (PN16)

e (mm) kg/m e (mm) kg/m e (mm) kg/m e (mm) kg/m

20 – – – – – – 2 0.119

25 – – – – – – 2.3 0.152

32 – – – – 2 0.197 3 0.282

40 – – 2 0.255 2.4 0.302 3.7 0.437

50 2 0.322 2.4 0.383 3 0.462 4.6 0.674

63 2.5 0.504 3 0.59 3.8 0.731 5.8 1.062

75 2.9 0.978 3.6 1.13 4.5 1.318 6.8 1.769

90 3.5 1.005 4.3 1.212 5.4 1.485 8.2 2.15

110 4.2 1.474 5.3 1.816 6.6 2.208 10 3.187

125 4.8 1.899 6 2.322 7.4 2.818 11.4 4.135

140 5.4 2.397 6.7 2.909 8.3 3.538 12.7 5.155



DN

(mm)

SDR26 (PN6) SDR21 (PN8) SDR17 (PN10) SDR11 (PN16)

e (mm) kg/m e (mm) kg/m e (mm) kg/m e (mm) kg/m

160 6.2 3.14 7.7 3.811 9.5 4.615 14.6 6.762

180 6.9 3.909 8.6 4.787 10.7 5.834 16.4 8.544

200 7.7 4.843 9.6 5.927 11.9 7.197 18.2 10.534

225 8.6 6.096 10.8 7.499 13.4 9.135 20.5 13.341

250 9.6 7.542 11.9 9.169 14.8 11.188 22.7 16.399

280 10.7 9.413 13.4 11.577 16.6 14.059 25.4 20.564

315 12.1 11.986 15 14.549 18.7 17.8 28.6 26.028

355 13.6 15.165 16.9 18.488 21.1 22.609 32.2 33.054

400 15.3 19.209 19.1 23.549 23.7 28.63 36.3 41.944

450 17.2 24.288 21.5 29.781 26.7 36.36 40.9 53.276

500 19.1 29.963 23.9 36.745 29.7 44.817 45.4 65.538

560 21.4 37.575 26.7 46.007 33.2 56.162 50.8 82.119

630 24.1 47.597 30 58.11 37.4 71.119 57.2 104.034

710 27.2 61.627 33.9 75.109 42.1 91.367 64.5 132.241

800 30.6 78.054 38.1 95.203 47.4 115.854 72.6 170.601

900 34.4 99.096 42.9 120.461 53.3 146.555 81.7 210

1000 38.2 121.823 47.7 148.822 59.3 181.12 90.8 259

1200 45.9 175.458 57.2 214.207 71.1 252 108.9 373

"–" indicates dimension/SDR combination not produced for this diameter.

3. Material & Classification

Material PE80 / PE100

Standard EN 12201-2

SDR range SDR 7.4 – 41 (produced on request within range)

Pressure classes SDR26 = PN6 · SDR21 = PN8 · SDR17 = PN10 · SDR11 = PN16

Jointing Butt fusion and electrofusion

Colour Black with blue longitudinal identification stripes

Supply form Coils (50–200 m for small DN) or straight lengths (5–13 m for larger DN)

Service life 50 years when installed per manufacturer guidelines
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